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Test Verification of Conformity
Verification Number: 250626018GZU-VOC001

On the basis of the tests undertaken, the sample<s> of the below product has been tested by an accredited 3rd party laboratory in
accordance to the referenced specification<s>/standard<s> at the time the tests were carried out. This verification is part of the full
test report<s> and should be read in conjunction with it <them>.

This document can be used in support of a claim in meeting relevant <EU > legislation and mandatory Conformity Marking. And in
accordance with EU / UK law, the claim is the sole obligation of the Manufacturer/ Importer.

Applicant Name & Address: Shenzhen Sinexcel Electric Co., Ltd.
Building 6, BaiWangXin High-tech, Industrial Park, Nanshan District, SHENZHEN Guangdong
518000, CHINA

Manufacturer Name & Address: Shenzhen Sinexcel Electric Co., Ltd.
Building 6, BaiWangXin High-tech, Industrial Park, Nanshan District, SHENZHEN Guangdong
518000, CHINA

Product Description: Bi-directional Storage Inverter
Ratings & Principal Characteristics: See Appendix: Test Verification of Conformity
Models/Type References: PWS1-125M-EX, PWS1-125M-EX-R, PWS1-135M-EX, PWS1-135M-EX-R, PWS1-135M-MG,

PWS1-135M-MG-R

Brand Names: SINEXCEL

Specification<s>/Standards: IEC/EN 62109-1: 2010 Safety of power converters for use in photovoltaic power systems
— Part 1: General requirements
IEC/EN 62109-2: 2011 Safety of power converters for use in photovoltaic power systems
— Part 2: Particular requirements for inverters

Verification Issuing Office Name & Intertek Testing Services Shenzhen Ltd. Guangzhou Branch.

Address: Room101/301/401/102/202/302/402/502/602/702/802, No. 7-2, Caipin Road, Huangpu
District, Guangzhou, Guangdong, China

Date of Tests: 20 August 2025 to 07 September 2025

Test Report Number(s): 250626018GZU-001, 16 September 2025

250626018GZU-002, 16 September 2025
Additional information in Appendix.
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Signature
Name: Elly Han

Position: Project Manager
Date: 23 September 2025

This Verification is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Verification. Only the Client is authorized to permit copying or distribution of this Verification. Any use of the Intertek name or one of its marks for the sale or advertisement of the tested material,
product or service must first be approved in writing by Intertek. The observations and test/inspection results referenced in this Verification are relevant only to the sample tested/inspected. This
Verification by itself does not imply that the material, product, or service is or has ever been under an Intertek certification program.
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APPENDIX: Test Verification of Conformity

This is an Appendix to Test Verification of Conformity Number: 250626018GZU-VOC001.

Model PWS1- PWS1-125M- | PWS1- PWS1- PWS1- PWS1-
125M-EX EX-R 135M-EX 135M-EX-R 135M-MG 135M-MG-R
Rated AC voltage 230/400a.c.V
Wire System 3P4W+PE
Frequency 50Hz
DC Voltage Range 600d.c.V~1000d.c.V
Rated DC Voltage 665d.c.vV~1000d.c.V 720d.c.v~1000d.c.V
Max. current 193d.c.A
Rated output/input 125kVA 135kVA
power
AC Maximum 137.5kVA 148.5kVA
input/output power
AC Maximum 199a.c.A 215a.c.A
input/output Current
— - - - B — —
AC Power factor range 1 leading ~ 1 lagging / 1-0.8 leading, 0.8-1 lagging 1 IT::gl?fg 1

Operating temperature

-40°C ~60°C (>55°C Derating)

Weight

115kg

Enclosure protection

IP66

DC

Altitude 3000m (=3000m Derating)
Protective class Class |

Over Voltage Category ovcCll

Mains

Over Voltage Category ovCll

Inverter Topology

Non-Isolated

Note: *: Only for Australia and New Zealand.
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Signature

Name: Elly Han

Position: Project Manager
Date: 23 September 2025

This Verification is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Verification. Only the Client is authorized to permit copying or distribution of this Verification. Any use of the Intertek name or one of its marks for the sale or advertisement of the tested material,
product or service must first be approved in writing by Intertek. The observations and test/inspection results referenced in this Verification are relevant only to the sample tested/inspected. This
Verification by itself does not imply that the material, product, or service is or has ever been under an Intertek certification program.
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APPENDIX: Test Verification of Conformity

This is an Appendix to Test Verification of Conformity Number: 250626018GZU-VOC001.

When installed in the end-use application, the following are among the considerations to be made when the
suitability of the combination is determined:

-The manuals for installation and maintenance and markings related to safety shall be in a language which is
acceptable in the country in which the equipment is to be installed.

-The manuals for installation and maintenance of the end-use applications product shall include recommended cable
areas for installation

-The marked electrical rating for the end-use application shall be within the rating specified in this report.

-The input and output power cable shall be provided in end-use applications which comply with related parameter
(such as temperature, diameter, resist to fire).

-Communication part output voltage Max. 24Vdc.
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Signature

Name: Elly Han
Position: Project Manager
Date: 23 September 2025

This Verification is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Verification. Only the Client is authorized to permit copying or distribution of this Verification. Any use of the Intertek name or one of its marks for the sale or advertisement of the tested material,
product or service must first be approved in writing by Intertek. The observations and test/inspection results referenced in this Verification are relevant only to the sample tested/inspected. This
Verification by itself does not imply that the material, product, or service is or has ever been under an Intertek certification program.
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